
The Portable Charging Unit (PCU) suite of products delivers fast, efficient,
and reliable gas charging for a wide variety of defence and commercial applications.

YOUR CREATIVE ENGINEERING PARTNER

Portable Charging Solution
for Gas Applications
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Our Portable Charging Units (PCU) are available in 

three variants:

> Dual Outlets (High and low-pressure outlets)

> Single Outlet (Low pressure outlet) and 

> Millibar Outlet (for blanketing applications) 

All three PCUs are TPED compliant meaning they

can be transported in a pressurised state.  

They can also be transported by air in a pressurised state 

enabling charging of tyres, suspension and other services of 

aircraft / helicopters once landed ensuring no time is wasted 

on the ground. The standard PCUs come in wheeled and 

carry versions and are suitable for use with Air, Nitrogen and 

Breathing Air but can also be specified for use with oxygen, 

helium and other gases.

> Wheeled or Carry Cases

> Range of options (Infrared temperature guns,

tyre adaptors and digital pressure indicators)

> Instrumentation for all pressurised stages

> Onboard gas filtration

> Restricted Fill Speed (essential to maximise the

life of the cylinder)

> High gas storage capacity supporting extended

use / multiple fills

> Gas storage - 6.8L @ 300 barg 

HIGHLIGHTS
Dual, Single and Millibar Outlets

IDEAL USES

> Aircraft Tyre pressure top-ups

> Helicopter emergency flotation pods

> Charging undercarriage struts quickly and 

accurately

> Charging accumulators on aircraft, naval,

and land platforms

> Servicing airbag landing systems with ease

> Supporting air platforms and ground service 

support equipment during maintenance

operations

Dual and Single Outlets
> Blanketing

> Low pressure leak testing

applications

> Purging

> Manage low-pressure fills where

precision is critical

Millibar Outlet
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PRODUCT SPECIFICATIONS

DUAL OUTLETS SINGLE OUTLET MILLIBAR OUTLET

Inlet Pressure

Outlet Pressure HP: 207 barg (3000 psig) /
LP: 35 barg (500 psig)

0.5 barg (500 millibar ) to
0.3 barg (300 millibar)

Temperature Range

Colour options available

Hose Length

-34 to +60ºC (-29 to +140ºF)

Connections Quick Connector G1/4" (Male) Valve Plug. Inflating Connectors

Up to 6.2 Meters

Handle Option With or Without Wheels

Case 
UV Resistant & Antistatic, Waterproof,
Fireproof, Dustproof & Moisture-Proof

*HP means High Pressure and LP means Low Pressure 

300 barg (4350 psig)

Bright Yellow Bright Blue Olive Green
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For further information visit

+44 (0)1895 236 525
halehamilton.com

ORDERING INFORMATION
Your PCU Assembly can be selected in full using the ordering system set out below.

Type Medium Case Configuration Hose Length
(meters)

'N140000'
Dual Outlets

'N'
Nitrogen

'YW1'
Yellow Carry Version

2

'H'
Helium

3
'N140002'

Millibar Outlet
'BW1'

Blue Carry Version

N140000 “N” “YW1” “2”

'N140001'
Single Outlet

'O'
Oxygen

'YW2'
Yellow Wheeled Version

2.5

'BW2'
Blue Wheeled Version

5

6.2
'GW1'

Green Carry Version

'GW2'
Green Wheeled Version

'BLW1'
Black Carry Version

'BLW2'
Black Wheeled Version

NSN: 3655-99-4955253

Air line connection: 90° to axis of valve

Hale Hamilton Tyre Inflator

'3' Air line connection: 70° to axis of valve

'2 '

Connections Description '3''2'


